8 All India Institute of Medical Sciences
Jodhpur

Admn/PropA8/2018-AlIMS.JDH Dated:30" October 2018

Subject: Purchase olmage Guided Navigation Systefar the department oENT at AIIMS,

Jodhpur on proprietary basignviting comments thereon.

The Institute is in th@urchase ofimage Guided Navigation Systefor the department of
ENT at AIIMS, Jodhpurfrom M/s India Medtronic Pvt. Ltd, 1241, Solitaire Corporation Park,
Building No. 12, # Floor, AndheriGhatkoopar Link Road, Mumbain proprietary basisThe
proposal suimitted by M/s India Medtronic Pvt. Ltd, Mumbaand PAC certification by user are
attached.

The above document are being uploaded for open information to swlbjeittion,
comments, if any from any manufacturer regarding proprietary nature of the equipittan
21days of issuegiving reference AdmiRropA8/2018-AlIMS.JDH. The comments should be
received by office of Administrative Officer, Medical College at AIIMS, Jodhpur on or béffite
November2018 upto 03:00 PM failing which it will be presumedathany other vendor is having no

comment to offer and case will be decided on merits.

Yours faithfully,

Administrative Officer

Enclosed:Related documents enclosed.

Basni Phase-2, Jodhpur, Rajasthan-342005. Phone: 0291-2012978 Email: aoadmin@aiimsjodhpur.edu.in Website: www.aiimsjodhpur.edu.in
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Date: July 24, 2018

’ AUMS, 2 R
Receipt NO. ... =602...
ol FA %
Th Date ... 2R 2l

The Administrative Officer,
All India Institute of Medical Sciences,
Jodhpur, Rajasthan.

Subject: PROPRIETARY ARTICLE CERTIFICATE
Ref: Tender No: (Admn/Tender/165-2/2017AlIMS.JDH)

This is to certify that Medtronic Stealth station S8 is the proprietary item of Medtronic. The below
mentioned points are unique and proprietary features of Medtronic Stealth station S8 Navigation
System:

1. The Stealth station S8 system is a Two Monitor and Two Cart System. The system has the facility

of keeping optical camera and viewing system together or separately to aliow optimal use of O.T
space.

2. The Stealth station S8 system have the options of both Flat Emitter and Side Emitter to
support the workflow of the surgeries. It will help surgeon to operate complex ENT surgeries
like Skull Base with ease.

3. The Stealth station S8 system has the option of working with Factory Calibrated
Navigable malleable suction that allows surgeon to operate in complex anatomies.

4. The Stealth station S8 system has the provision of Rapid data transfer directly to the
navigation station with the option of CD-RW/DVD-ROM combo-drive and USB 2.0 port for
direct data import as well.

Thanking you,
Yours Sincerely,

for and on behalf of India Medtronic Pvt. Lid
Rahul Arora
2018.07.24
12:49:51
+05'30"

Rahul Arora
Country Sales Manager | Neurosurgery
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Regd. Office 1241,Solitaire Corporate Park, Bidg No.12, 4th Floor Andheri-Ghatkopar Link Road, Andheri (East) Mumbai 400093 Ph: +91-22 33074700 Fax: +91-22 33074704
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Date: July 26, 2018
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The Administrative Officer,

All India Institute of Medical Sciences,
Jodhpur, Rajasthan.

Subject: Additional point of Stealth S8 Navigation system.

Dear Sir,

We would like to inform you that Stealth S8 Navigation system has following additional features
mentioned below:

1. The Stealth station S8 system has the option of supporting Factory Calibrated
Navigable Drill system which is compatible with the existing Integrated Power
Console (IPC) at ENT Department of the AlIMS Hospital, Jadhpur.

2. The Stealth station S8 system has the option of working with Factory Calibrated
Navigable Micro-debrider blades that is compatible with existing Straight-shot M4
Micro-debrider and Integrated Power Console system (IPC) at ENT Department of

| the AIIMS Hospital, Jodhpur. '

Thanking you,

Yours Sincerely,

Rahul Arora
2018.07.26
16:01:37
+05'30'
Rahul Arora
Country Sales Manager | Neurosurgery \
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Regd. Office 1241,Solitaire Corporate Park, Bldg No.12, 4th Floor Andheri-Ghatkopar Link Road, Andheri (East) Mumbai 400083 Ph: +91-22 33074700 Fax: +91-22 33074704

for and on behalf of India Medironic Pvt. Ltd /

a
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=2 All India Institute of Medical Sciences

Jodhpur
S. Item Technical Specifications Qty
No.
01. | Image Navigation System for ENT 01
Guided The System should be easy to set up, user friendly, intuitive and should
A Navigation | work under Linux/UNIX/Windows operating system environment.
System The system should have Optical Tracking technology along with

Electromagnetic Tracking option. .
The system should have facility of keeping optical camera and viewing
system together or separately to allow optimal use of O.T. space, the
system should have two monitors and two cart system.

The Surgeon Monitor should be high resolution (1920 x 1200, 60 Hz)
with a viewable size of =/>23 inches and the display should be visible
at angles at least up to 80° or more.

The systems should be plug & play with user friendly system software
to control set up, registration and navigation.

It should be capable of performing multiple types of registration in less
than three minutes.

Improved camera designed with greater field of view, a long camera
handle, and laser pointer for easier positioning and aiming.

It should have total surgical control in sterile field on a fingertip with a
touch screen monitor/or optical mouse.

It should have provision of Rapid data transfer directly to the
navigation station with the option of CD-RW/DVD-ROM combo-drive
and USB (preferably 3.0) port for direct data import as well. Minimum
1TB storage facility should be provided with the unit.

Capable of playing endoscopic and microscopic videos on monitor and
also virtual endoscopic facility. Screenshots and Screen recorder
facility should be there.

Should be connectable with OT monitor with appropriate cable.

The navigation system should be operable with or without keyboard

- and mouse.

The Software should be versatile and should support Functional
Endoscopic Since Surgery (FESS) procedure, complex cases such as
Coronal flaps and Lateral Skull base procedures and simultaneous
tracking of multiple instruments, at least three.

The System should be supplied with patient tracker/marker and
Custom sterilization tray, which should be autoclavable/reusable.

General Software/Application Specification

The system should have complete ENT and skull base surgery,
navigation and its application package.

Display of predefined trajectory pathway in line and probe views.
The software fuses axial, coronal and sagittal image sets of different
modalities (CT & MRI).

It should have universal instrument adapters with markers to allow
tracking of any existing hospital instruments like drills, bipolar, knife,
probe, microdebrider and endoscopes. Calibration of existing
instruments should be done automatically (if, applicable).

Cranial Application

Should have user friendly Cranial application software with Tumor
and Frameless Biopsy software applications built-in the system
Should have facility for marker less registration T
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